
 
ป ูนซีเมนตผสม ตราดอกบัว 
 
ปูนซีเมนตตราดอกบัว เปนปูนซีเมนตผสม ทีผ่ลิตตามมาตรฐาน 
ผลิตภัณฑอุตสาหกรรม มอก. 80-2550 
 
ปูนตราดอกบัวมีคุณสมบตัิเหนยีวลื่น ระยะเวลาแหงตวัพอเหมาะ ยดึเกาะไดดี
เหมาะกับงานประเภทตางๆ ดังนี้ 

 งานกออิฐ 
 งานฉาบปูน 
 งานกอสรางอาคารขนาดเล็ก 

 
 
 
อัตราสวนผสมสําหรับการใชงานประเภทตางๆ 
 
ประเภทงาน  ปูน ทราย หิน น้ํา 

งานกอ   -  
งานฉาบชั้นแรก   -  
งานฉาบทับหนา   -  
งานคอนกรีตทั่วไป     
 
ขอแนะนําการใชงาน 

 ปริมาณน้ําที่ใชปรับเปลี่ยนไดตามความเหมาะสม ข้ึนอยูกับความชืน้ของทราย 
 งานกออิฐและงานคอนกรีตใชทรายหยาบ งานฉาบใชทรายละเอียด 
 อิฐที่นํามากอควรสะอาดปราศจากฝุนและชุมนํ้า 
 กอนการฉาบปนูควรทําความสะอาดพื้นผวิใหปราศจากฝุนและคราบมันแลวลดน้ําใหชุม 
หากเปนผิวคอนกรีตควรทําผวิใหหยาบดวยการสกดั หรือสลดัปูนทรายใหทัว่กอน 

 ทําการบมผนังปูนฉาบดวยน้ํา เพ่ือใหผนังมีความแข็งแกรง และลดการแตกราว 
 
เกณฑกําหนดคณุภาพ 
 

Specification for Mixed Cement : Lotus Brand TIS 
80-2007 

Test 
Results 

    
STANDARD PHYSICAL REQUIREMENTS   
Blaine fineness (air permeability test) Min. Cm2/g 2,800 4,000
Soundness (autoclave expansion) Max. % 0.6 0.01
Time of setting (vicat test)   
    Initial set Min. Minutes 45 80
    Final set Max. Minutes - 180
Air content of mortar by volume Max. % 12 10.0
Compressive strength (mortar cube)   
    1 day in moist air, 2 days in water Min. MPa 6.4 12.3
    1 day in moist air, 6 days in water Min. MPa 11.3 16.2
   
OPTIONAL PHYSICAL REQUIREMENTS   
False set (final penetration) Min. % 50 80
   

 


